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§816.62

(ii) 500 feet of an active or abandoned
underground mine.

(2) The blast design may be presented
as part of a permit application or at a
time, before the blast, approved by the
regulatory authority.

(3) The blast design shall contain
sketches of the drill patterns, delay pe-
riods, and decking and shall indicate
the type and amount of explosives to
be used, critical dimensions, and the
location and general description of
structures to be protected, as well as a
discussion of design factors to be used,
which protect the pubic and meet the
applicable airblast, flyrock, and
ground-vibration standards in §816.67.

(4) The blast design shall be prepared
and signed by a certified blaster.

(5) The regulatory authority may re-
quire changes to the design submitted.

[48 FR 9492, Mar. 4, 1983, and 48 FR 9806, Mar.
8, 1983, as amended at 51 FR 19461, May 29,
1986]

§816.62 Use of explosives: Preblasting
survey.

(a) At least 30 days before initiation
of blasting, the operator shall notify,
in writing, all residents or owners of
dwellings or other structures located
within 12 mile of the permit area how
to request a preblasting survey.

(b) A resident or owner of a dwelling
or structure within % mile of any part
of the permit area may request a
preblasting survey. This request shall
be made, in writing, directly to the op-
erator or to the regulatory authority,
who shall promptly notify the oper-
ator. The operator shall promptly con-
duct a preblasting survey of the dwell-
ing or structure and promptly prepare
a written report of the survey. An up-
dated survey of any additions, modi-
fications, or renovations shall be per-
formed by the operator if requested by
the resident or owner.

(c) The operator shall determine the
condition of the dwelling or structure
and shall document any preblasting
damage and other physical factors that
could reasonably be affected by the
blasting. Structures such as pipelines,
cables, transmission lines, and cis-
terns, wells, and other water systems
warrant special attention; however, the
assessment of these structures may be

30 CFR Ch. VII (7-1-01 Edition)

limited to surface conditions and other
readily available data.

(d) The written report of the survey
shall be signed by the person who con-
ducted the survey. Copies of the report
shall be promptly provided to the regu-
latory authority and to the person re-
questing the survey. If the person re-
questing the survey disagrees with the
contents and/or recommendations con-
tained therein, he or she may submit
to both the operator and the regu-
latory authority a detailed description
of the specific areas of disagreement.

(e) Any surveys requested more than
10 days before the planned initiation of
blasting shall be completed by the op-
erator before the initiation of blasting.

[48 FR 9807, Mar. 8, 1983]

§816.64 Use of explosives: Blasting
schedule.

(a) General requirements. (1) The oper-
ator shall conduct blasting operations
at times approved by the regulatory
authority and announced in the blast-
ing schedule. The regulatory authority
may limit the area covered, timing,
and sequence of blasting as listed in
the schedule, if such limitations are
necessary and reasonable in order to
protect the public health and safety or
welfare.

(2) All blasting shall be conducted be-
tween sunrise and sunset, unless night-
time blasting is approved by the regu-
latory authority based upon a showing
by the operator that the public will be
protected from adverse noise and other
impacts. The regulatory authority may
specify more restrictive time periods
for blasting.

(3) Unscheduled blasts may be con-
ducted only where public or operator
health and safety so require and for
emergency blasting actions. When an
operator conducts an unscheduled
blast, the operator, using audible sig-
nals, shall notify residents within %
mile of the blasting site and document
the reason for the unscheduled blast in
accordance with §816.68(p).

(b) Blasting schedule publication and
distribution. (1) The operator shall pub-
lish the blasting schedule in a news-
paper of general circulation in the lo-
cality of the blasting site at least 10
days, but not more than 30 days, before
beginning a blasting program.
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